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All Purpose Industrial Maintenance Coating…..
 
 
 
 
 
 
 
 
 
 

 

HydraPainttm 9000   produced and manufactured by
Prime Coatings Incorporated 
P.O. Box 3056  Tustin,  California  92781                 
Tel  714-963-4303   Fax 714-963-9583                  
Email  uthane@sbcglobal.net                       
Website  www.utilithane.com 



 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

All Purpose Industrial Maintenance Coating……

▪ Brush, roller or airless spray.  
▪ Application thickness is recommended at 4-5 Mils wet.  
▪ Dry time and return to service is 10-15 minutes at 70 degrees F.  Paint and walk away. 
▪ Over coat when dry. 
▪ Can be thinned with water.  Mix Product with stir stick prior to using as product will settle out over time. 
▪ Clean-up using water. 

▪ Metal surfaces need minimal surface preparation. Clean metal surfaces to remove any oil, grease and   
  contamination. Wire brush to remove any loose rust or scale.  
▪ Existing coatings and paints need minimal surface preparation. Wash down to remove any dirt, oil and grease
  and let dry. Where there is loose coating or paint, wire brush to a sound surface.  
▪ Application can begin once the surface is clean and dry. 

HydraPaint 9000 is a low VOC, quick dry, water based acrylic enamel. Application is self-priming and/or over 
existing coatings/paints. The product has been formulated with HAPS-free co-solvents to meet Federal Clean 
Air Act regulations. HydraPaint is designed to provide excellent adhesion and corrosion protection. Fast Dry 
times with superior humidity and water resistance makes HydraPaint 9000 ideal where high production rates 
are required. Paint and walk away. Meets SCAQMD Rule 1113 for industrial maintenance coatings. 
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Product Type Low VOC quick dry water based acrylic enamel with biobased content. 
Product Category Acrylic Enamel. 
Product Color Yellow is standard. Most colors can be produced including clear. 
Packaging 5 gallon pails. 
Temperature Resistance 160 degrees F. 
VOC Less than 100 gm/lt. 
Coverage @ 1 mil Dry 364 sq. ft./gal. 
Recommended Film Build 4-5 mils wet. 
Tack Free and Cure Time Dry to touch in 5-15 minutes, over coat when dry. 
Clean-up Water. 
Storage Cool and Dry at 40-100 Degrees F.          Do not freeze. 
Shelf Life 6 Months.      Keep containers sealed. 
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Material Safety Data Sheet U.S. Department of Labor 
May be used to comp with OSHA’s Hazard 
Communication Standard, 29 CFR 1910 1200. Standard 
must be consulted for specific requirements. 

Occupational Safety and Health Administration 
Form Approved 
OMB No. 1218-0072 

IDENTITY:    HydraPaint 9000 Product Code:  9000 

Section I 
 

Manufacturer’s name  PRIME COATINGS INC.
 

Emergency Telephone Number  800-424-9300

 

P.O. BOX 3056, TUSTIN, CA 92781
Telephone Number for Information  714-963-4303

 Date Prepared  10-31-2008

Section II—Hazardous Ingredients/Identity Information 
Hazardous Components (Specific Chemical Identity, Common Name(s))   

CAS NUMBER 
 
MM Hg @ TEMP 

  
WEIGHT % 
(optional) 

DIPROPELYNE GLYCOL BUTYL ETHER                               29911-28-2      <0.1 @ 20 DEG C                           2 
ETHYLENE GLYCOL MONOBUTYL ETHER                            111-76-2        .88 @ 77 DEG F                              1 
PEL:  25 PPM – SKIN 
TLV:  25 PPM - SKIN 
 
*INDICATES TOXIC CHEMICAL(S) SUBJECT TO THE REPORTING REQUIREMENTS OF SECTION 313 OF TITLE III 
AND OF 40 CFR 372.  ND 
Section III—Physical/Chemical Characteristics 
Boiling Point   

336 DEG F – 444 F
 WEIGHT PER GALLON  8.84 LB/GAL  

COATING VOC  85/GRAMS PER LITER    MATERIAL VOC  34 GRAMS PER LITER  
Vapor Density (AIR = 1)  HEAVIER THAN AIR  Evaporation Rate (Butyl Acetate = 1)  <1  
Solubility in Water:  MISCIBLE

Appearance and Odor : FLUID COLORED PASTE WITH SLIGHT ODOR

Section IV—Fire and Explosion Hazard Data 
Flash Point (Method Used) : 150 DEG F 

 

Flammable Limits UPPER 
10.6 

LOWER 
1.1 

Extinguishing Media: MATERIAL WILL NOT SUPPORT COMBUSTION IN THE WET STATE

Special Fire Fighting Procedures:  THE USE OF SELF-CONTAINED BREATHING APPARATUS IS RECOMMENDED FOR FIRE  FIGHTERS.  WATER SPRAY MAY BE USED 

FOR COOLING CONTAINERS TO PREVENT POSSIBLE PRESSURE BUILD UP AND AUTOIGNITION OR EXPLOSION WHEN EXPOSED TO EXTREME HEAT.  AVOID 

SPREADING BURNING LIQUID WITH WATER USED FOR COOLING. 

UNUSUAL FIRE AND EXPLOSION HAZARDS:  CLOSED CONTAINERS MAY EXPLODE WHEN EXPOSED TO HEAT OR FLAME DUE TO PRESSURE BUILDUP.  COOL 

CONTAINERS WITH WATER SPRAY.

 
Section V—Reactivity Data 
Stability Unstable  Conditions to Avoid:  ND

 Stable      X   
Incompatibility (Materials to Avoid)  AVOID MIXING WITH STRONG OXIDIZERS OR REDUCING AGENTS

Hazardous Decomposition or Byproducts:  THERMAL DECOMPOSITION MAY YIELD CARBON DIOXIDE AND/OR CARBON MONOXIDE, ACRID SMOKE  

OR METAL FUMES WHEN HEATED TO DECOMPOSITION.

Hazardous  
Polymerization 

May Occur  Conditions to Avoid: ND

 Will Not Occur:  X   



Section VI—Health Hazard Data 
Route(s) of Entry Inhalation: INHILATION OF MISTS CAN 

CAUSE IRRITATION OF  NASAL AND 

RESPIRATORY PASSAGES

Skin and Eyes:  MAY CAUSE SKIN 

AND EYE IRRITATION UPON 

CONTACT

Ingestion: INGETION MAY RESULT 

IN GASTRIC DISTURBANCES

Health Hazards (Acute and Chronic)  NO KNOWN ACCUTE OR CHRONIC HEALTH HAZARDS

Carcinogenicity NTP?  NO IARC Monographs?  NO OSHA Regulated?  NO

Signs and Symptoms of Exposure:  ND

Medical Conditions  
Generally Aggravated by Exposure:  UNKNOWN 
Emergency and First Aid Procedures: EYE CONTACT:  FLUSH EYES WITH WATER FOR 15 MIN.  SEE A PHYSICIAN.  SKIN CONTACT:  WASH SKIN WITH SOAP 

AND WATER . SEE A PHYSICIAN IF IRRITATION PERSISTS.  INGESTION:  IF VICTIM IS CONSCIOUS GIVE TWO GLASSES OF WATER AND INDUCE VOMITING. 

CALL A PHYSICIAN (911) IMMEDIATELY.

 
Section VII—Precautions for Safe Handling and Use 
Steps to Be Taken in Case Material Is Released or Spilled:  DIKE AND CONTAIN SPILLED MATERIAL.  ELIMINATE IGNITION SOURCES SUCH AS 

FLAMES, PILOT LIGHTS, AND FLARES.  SCOP UP MATERIAL AND PUT INTO SUITABLE CONTAINER. 

Waste Disposal Method:  OBEY ALL LOCAL, STATE AND FEDERAL REGULATIONS.

Precautions to Be Taken in Handling and Storing:  AVOID EXCESSIVE HEAT OR FLAME.  DO NOT WELD ON OR NEAR CONTAINER.  KEEP 

CONTAINERS CLOSED WHEN NOT IN USE.  FOR INDUSTRIAL USE ONLY.  KEEP OUT OF REACH OF CHILDREN.  WASH HANDS BFORE EATING.  

Other Precautions:  ND

Section VIII—Control Measures 
Respiratory Protection (Specify Type)  USE NIOSH APPROVED ORGANIC VAPOR RESPIRATOR WHEN PERMISSIBLE EXPOSURE LIMIT IS 

EXCEEDED

Ventilation Local Exhaust:  RECOMMENDED Special

 Mechanical (General):  RECOMMENDED Other

Protective Gloves:  IMPERMEABLE RUBBER GLOVES Eye Protection:  SAFETY GLASSES OR CHEMICAL SPLASH GOGGLES 

RECOMMENDED

Other Protective Clothing or Equipment:  ND

Work/Hygienic Practices:  AVOID BREATHING DUSTS OR MISTS.  AVOID CONTACT WITH EYES AND SKIN.  WAER PERSONAL PROTECTIVE 

EQUIPMENT WHEN HANDLING MATERIAL. 

Section IX – Regulatory Information:  THIS IS TO CERTIFY THAT EACH COMPONENT IN THIS PRODUCT IS LISTED ON THE TOXIC SUBSTANCES 

CONTROL ACT (TSCA) CHEMICAL SUBSTANCE INVENTORY.  EACH COMPONENT IN THIS PRODUCT IS LISTED ON THE CANADIAN DOMESTIC 

SUBSTANCES LIST (DSL).  

Section X - Disclaimer :  THE INFORMATION OR RECOMMENDATIONS CONTAINED HEREIN ARE BASED ON INFORMATION OBTAINED FROM 

SOURCES WHICH WE BELIEVE  ARE RELIABLE AND ARE PROPRIETARY AND ARE  FURNISHED SOLELY FOR THE USE OF OUR CUSTOMERS.  SINCE IT IS 

IMPOSSIBLE  FOR US TO DETERMINE THE PRECISE CONDITIONS  UNDER WHICH OUR PRODUCTS WILL BE USED, NEITHER PRIME COATINS , INC. NOR  

ITS AFFILIATES CAN ACCEPT RESPONSIBILITY FOR LOSS, INJURY, OR OTHER DAMAGES RESULTING FROM THE USE OF THE PRODUCT OR THIS OR ANY 

OTHER INFORMATION PROVIDED BY US.  USERS ARE ADVISED TO  MAKE THEIR OWN TESTS TO DETERMINE THE SAFETY, SUITABILITY, AND 

RELEVENCE OF FEDERAL AND LOCAL LAW TO THE PRODUCT AS IT IS TO BE USED BY THEM.  THEREFORE NO GURANTEE OF ANY KIND EXPRESSED OR 

IMPLIED, INCLUDING THOSE OF FITNESS OR MERCHANTABILITY, ARE MADE BY PRIME COATINGS, INC. OR ITS AFFILIATES WITH REGARD TO ANY OF 

THEIR PRODUCTS.   

ND = NO DATA.  N/A = NOT APPLICABLE 
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